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for
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for

Pergola Gazebo San Pablo
3x5,8m and 4x5,8m



Installation Instructions for LED Light for
Pergola Gazebo San Pablo 3x5,8m and 4x5,8m



Part List

No. Component 
    Name

Component Diagram Quantity

12V Switching Power 
Supply & Controller 
Power Cords & Power 
Cords  double-headed

 LED Controller 
& LED Power 
Cord 500MM

 8400 Three-Way

 Two Core Coaxial 
Extension Cord with 
Male & Female Ends

Strip 1

Strip 2

Strip 3

 Lampshade 1

 Lampshade 2

Cable Press Block

Cable Press 
Block Screw

Cable Card

Cross-recessed Self 
Drilling & Tapping 
Screw

Single Key 
 Remote



Splice the Front & Rear Cross Beam C1

Note: The distance between the cable cards should be 200-250MM.
Subterminal

Splice the Front & Rear Cross Beam C2 Female Terminal

Note: The distance between the cable cards should be 200-250MM.

Left Cross Beam B1

Subterminal

Female Terminal

Note: The distance between the cable cards should be 200-250MM.

Right Cross Beam B2

Subterminal

Female Terminal

Note: The distance between the cable cards should be 200-250MM.



Install the switch power supply and controller, and connect the LED strip. After connecting the strip, connect it to the 
power source and adjust the single key remote 14 to change the brightness of the strip. The installation is complete.



For more information please visit: www.dancovershop.com
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